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Product

Spring Epoxy
Features

Spring Epoxy is a refined flexible two-component epoxy resin adhesive. When certain decorative materials
undergo deformation stress due to thermal expansion, cold contraction, moisture expansion, or dry
shrinkage, rigid joint fillers often fail to synchronize with such stress—resulting in issues like adhesive
detachment and cracking. Spring Epoxy effectively resolves these problems: once cured, it exhibits a
certain degree of flexibility, enabling excellent stress relief. It fills joints smoothly and densely, maintains a

flat and glossy finish after polishing, and ensures both engineering safety and aesthetic appeal.
Method of Application

1.Ensure the gaps are clean and dry before joint filling.
2.Mix this product evenly at a ratio of A: B = 2:1.
3.Use a trowel to embed the mixed adhesive into the gaps, with a filling depth of no less than 3mm.

4.Allow natural curing for at least 12 hours. Once the adhesive is fully cured, it can be polished.
Important Notes

1.Do not return the mixed adhesive to the original container.

2.For tinting, add color powder or color paste to Component A and stir thoroughly.
3.The mixed adhesive should be used up within 1 hour.

4.Shelf life is 1 year at 25°C.
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Technical Data
Net Weight Packaging Physical State Colour
A:1.5KG B:o.75KG (1A+1B)/Set Paste Clear

Storage and Safety

-The storage temperature should be above 0°C and the container should be well-sealed.

-Avoid contact with eyes. If it accidentally enters eyes, rinse immediately with plenty of clean water for at
least 15 minutes; seek medical attention if irritation persists.

-Do not take orally. If swallowed, do not induce vomiting; rinse mouth with water and seek immediate
medical advice, bringing this data sheet if possible.

-Keep out of reach of children and pets. Do not smoke, eat, or drink during application to avoid ingestion.
-TO BE USED EXCLUSIVELY BY PROFESSIONALS. Ensure the work area is well-ventilated during
application. It is recommended to use personal protective equipment. Read the Method of Application

before use.
Disclaimer

This technical data sheet is an information document compiled in good faith. It is correct based on our
experience, but no warranty is given. These contents may be modified without prior notice and have no
legal significance. The application, use or processing of the product are beyond our control and should be
tested for suitability and therefore at your own risk.In no event shall we be liable to the customer or any

other person for any incidental or consequential damages, however caused.
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